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Blue Carbon Blue Carbon, lighting up the way home.

| SOLAR FLAT LIGHT

BCT-OLF-100W
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Integrated solar street light
80w

Model: BCT-OLF-100W

Power (W) 80 W
Light source Led
Bright fireplace SMD

75°X 145°

Viewing angle

MODEL

Lithium LiFePO4

Standard and certification

1ISO9001 CE ROSH MSDS

Voltage-current (V-AH) 3.2V/200Ah/888WH
Battery Autonomy (days) 3to4 days
Discharge temperature (°C) -10-60
Warranty (year) 03
Charging temperature (°C) 0-55
Solar panel 5V /105 W
Lifetime 25 years old
Solar panel Model monocrystalline
Sizing (mm) 1338x384mm

Panel charging time

4 hours (strong lights)

Solar

Temperature of the 0°C - 55°C

Operation (°C)

Conversion efficiency 21%
Color temperature Range (k) 6500k
Mounting height Range (m) 8-10 m
Diameter of the light pole 80 mm
Installation spacing 40-50 m
Luminous flux (Lm) 8000 Lm
Protection index IP65
Diameter of the light pole (mm) 60-65 mm
Materials of lamps or Matter aluminum
Lamppost shell
Operating humidity (HR) 29 0%
Light regulator Incorporated Yes
Body induction Optional No induction

Any light pattern (h) 2 12hours

Power saving mode (h) 2 24 hours
Working hours

Rainy days backup (days) 3 days

5 to 7 Cloudy/Rainy Days

365 days smart function

Charge regulator

Regulator

MPPT solar with infrared sensor

Regulator efficiency

98%, 25-30% higher than PWM

charge regulator
Prefabricated support Material galvanized
shape Cylindrical
Height (m) 10
Model cross simple double
Arm 1 2

NB: Can also be manufactured according to customers' special requirements
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